
JEUX-JSP876C
Fully Automatic Pocket Setter, Quick Mold 
Change Function, Shrinking Device, 
Reinforcement Insert Device

Pocket Setter



Features

The range of patch pockets is 210  x 240 
mm, which can be adopted to denim, 
uniform, overalls, casual pants and other 
fabrics. It is suitable for patch pocket sewing 
of various shapes such as rounded corners, 
squares, triangles, and asymmetrical 
polygonal pockets.

Fully-Automatic Pocket Setter1
One shot operation “Pocket Creasing ~ Attach ~ Bartacking”

High Productivity2
About 260 pockets can be sewn per hour, one machine = 3-4 hours of labor

Quick Change Mold System3
Ordinary Machine

6-8 Hours
JEUX-JSP876C

3 Minutes

The range of patch pockets is 210 x 250 mm, which can 
be adapted to denim, uniform, overalls, casual pants, 
and other fabrics. It is suitable for patch pocket sewing 
of various shapes such as rounded corners, squares, 
triangles, and asymmetrical polygonal pockets.

Option for more functions!

Automatically feed the reinforcement 
fabric under the body.
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●Speci�cations and appearance are subject to change without prior notice for the purpose of improvement.

● To ensure safe use, please be sure to read the instruction manual before using the product.

Registered Organization:
The Scope of the Registration: The activities of research, 
development, design, sales, distribution, and maintenance 
services of industrial sewing machines, household sewing 
machines and industrial robots, etc., including sales and 
maintenance services of data entry systems.
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Packing Wooden  Box Size

Machine Weight

2,150mm x 1,470mm x 1,580mm

620KG (725KG with wooden box)

Air pressure

Machine Size

0.5Mpa

2,020mm x 1,560mm x 1,530mm

Specifications

-MODEL JEUX-JSP876C

12.7mm

Lockstitch

Pre-shrinking Device

Reinforcement Insert Device

Adapted Fabrics

Max Sewing Speed

Max stitch length

Stitch Form

Max Patch Pocket Sewing Range

Small Needle Place Hole Size

Voltage

Power

Needle Type

Output per Hour

Machine Head

X direction: 210mm  Y direction: 250mm

DP x 17 (#18)

220 ± 10%V 40/60HZ

0.8KW (with air suction device)

200-260 pieces per hour

Quick Mold Change Function Equipped as Standard

Description Fully Automatic Pocket Setter, Quick Mold  Change Function, Shrinking Device, Reinforcement Insert Device

Equipped as Standard

Equipped as Standard

Cycle Sewing Machine AMS210ENHL

2,800sti/min

Denim, Overall, Uniform, Slacks

2.4mm




